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　Characteristics
Values

Attenuation range

0.3 ~ 65dB

Return Loss

> 65dB

Insertion Loss

< 0.5dB

Resolution

0.2 dB ( Typ.)

PDL

0.03dB(Typ), 0.2dB(Max)

Input power

300mW(Max)

Operation Temperature

- 15 ℃ ~ + 60 ℃ 
Storage Temperature

- 40 ℃ ~ + 75 ℃ 
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Type

Cable Length
Connector Type
Connection
End Shape
Cable Dia.
Wave Length
Attenuation
Range

F: Filter
S:Screw

001 : 1m
..........
010 : 10m
..........
100 : 100m

SC
FC
ST
LC
MU

SP : SPC
UP : UPC
AP : APC

09 : 0.9mm
16 : 1.6mm
20 : 2.0mm
24 : 2.4mm
30 : 3.0mm

13: 1310nm
15 : 1550nm
35 : 1310nm &1550nm 

P : < 45dB
S : <35dB
B : <25dB
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Type

Butt Type

In-Line Type

Connector Type

SC,FC,ST,MU,LC

Attenuation Variable Range

30dB (@ 1310nm,1550nm)

Return Loss

UPC : > 55dB , APC : > 65dB

Resolution

0.5dB

Operation Temperature

-15℃~60℃
Storage Temperature

-40℃~70℃
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Cable Length
Connector Type
Connection End Shape
Cable Dia.
Type
001 : 1m
..........
010 : 10m
..........
100 : 100m 
SC
FC
ST
LC
MU

SP : SPC
UP : UPC
AP : APC

09 : 0.9mm
16 : 1.6mm
20 : 2.0mm
24 : 2.4mm
30 : 3.0mm

B : Butt 
I : In-line




