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· Comply with : JIS C-5973, IEC, Bellcore
· Low insertion loss and high return loss
· Designed for variable cable 
· Customized assembly
· Various connector and optical performance
· combinations
· Available any directions of curve
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Characteristics

Values

Structure

Satisfied Telcordia GR-326-CORE 

Fiber Type

SM(9/125), MM(50/125,62.5/125)

Insertion Loss

≤ 0.2dB (against master connector)

Return Loss

SPC

≥ 40dB

UPC

≥ 55dB

APC

≥ 65dB

Mating durability

≤ 0.2dB (500 matings)

Operating temperature stability

≤ 0.3dB (- 40 ℃ ~ + 85 ℃) 
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Fiber
Type
Length
(L)
Connector 
Type 
/ End Shape
Cord Dia
(mm)
Boot 
Color
Cord 

X
Housing 
color

XX
Width of key

SM : 9/125
MM : 50/125
HMM : 62.5/125

1~99m

S : SC
F : FC
T : ST
L : LC 
M : MU

S : SPC
U : UPC
A : APC

20 :2.0 

B : Blue
K : Black
G : Green
Y : Yellow
R : Red
W : White

S : Simplex

B:Blue(PC)
G:Green(APC)
GR : Gray(MM)
* Only SC,LC Type




